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At Quectel, our aim is to provide timely and comprehensive services to our customers. If you
require any assistance, please contact our headquarters:

Quectel Wireless Solutions Co., Ltd.

Building 5, Shanghai Business Park Phase Il (Area B), N0.1016 Tianlin Road, Minhang District,
Shanghai 200233, China

Tel: +86 21 5108 6236

Email: info@quectel.com

Or our local offices. For more information, please visit:
http://www.quectel.com/support/sales.htm.

For technical support, or to report documentation errors, please visit:
http://www.quectel.com/support/technical.htm.
Or email us at: support@quectel.com.

Legal Notices

We offer information as a service to you. The provided information is based on your requirements and we
make every effort to ensure its quality. You agree that you are responsible for using independent analysis
and evaluation in designing intended products, and we provide reference designs for illustrative
purposes only. Before using any hardware, software or service guided by this document, please read this
notice carefully. Even though we employ commercially reasonable efforts to provide the best possible
experience, you hereby acknowledge and agree that this document and related services hereunder are
provided to you on an “as available” basis. We may revise or restate this document from time to time at
our sole discretion without any prior notice to you.

Use and Disclosure Restrictions

License Agreements

Documents and information provided by us shall be kept confidential, unless specific permission is
granted. They shall not be accessed or used for any purpose except as expressly provided herein.

Copyright

Our and third-party products hereunder may contain copyrighted material. Such copyrighted material
shall not be copied, reproduced, distributed, merged, published, translated, or modified without prior
written consent. We and the third party have exclusive rights over copyrighted material. No license shall
be granted or conveyed under any patents, copyrights, trademarks, or service mark rights. To avoid
ambiguities, purchasing in any form cannot be deemed as granting a license other than the normal non-
exclusive, royalty-free license to use the material. We reserve the right to take legal action for
noncompliance with abovementioned requirements, unauthorized use, or other illegal or malicious use of
the material.
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Trademarks

Except as otherwise set forth herein, nothing in this document shall be construed as conferring any rights
to use any trademark, trade name or name, abbreviation, or counterfeit product thereof owned by
Quectel or any third party in advertising, publicity, or other aspects.

Third-Party Rights

This document may refer to hardware, software and/or documentation owned by one or more third
parties (“third-party materials”). Use of such third-party materials shall be governed by all restrictions and
obligations applicable thereto.

We make no warranty or representation, either express or implied, regarding the third-party materials,
including but not limited to any implied or statutory, warranties of merchantability or fithess for a particular
purpose, quiet enjoyment, system integration, information accuracy, and non-infringement of any third-
party intellectual property rights with regard to the licensed technology or use thereof. Nothing herein
constitutes a representation or warranty by us to either develop, enhance, modify, distribute, market, sell,
offer for sale, or otherwise maintain production of any our products or any other hardware, software,
device, tool, information, or product. We moreover disclaim any and all warranties arising from the
course of dealing or usage of trade.

Privacy Policy

To implement module functionality, certain device data are uploaded to Quectel’s or third-party’s servers,
including carriers, chipset suppliers or customer-designated servers. Quectel, strictly abiding by the
relevant laws and regulations, shall retain, use, disclose or otherwise process relevant data for the
purpose of performing the service only or as permitted by applicable laws. Before data interaction with
third parties, please be informed of their privacy and data security policy.

Disclaimer

a) We acknowledge no liability for any injury or damage arising from the reliance upon the information.

b) We shall bear no liability resulting from any inaccuracies or omissions, or from the use of the
information contained herein.

c) While we have made every effort to ensure that the functions and features under development are
free from errors, it is possible that they could contain errors, inaccuracies, and omissions. Unless
otherwise provided by valid agreement, we make no warranties of any kind, either implied or
express, and exclude all liability for any loss or damage suffered in connection with the use of
features and functions under development, to the maximum extent permitted by law, regardless of
whether such loss or damage may have been foreseeable.

d) We are not responsible for the accessibility, safety, accuracy, availability, legality, or completeness of
information, advertising, commercial offers, products, services, and materials on third-party websites
and third-party resources.

Copyright © Quectel Wireless Solutions Co., Ltd. 2023. All rights reserved.
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1 Introduction

This document mainly introduces firmware upgrade procedure with the QFlash tool provided by Quectel.
QFlash is a single-port firmware upgrade tool. It supports firmware upgrade of one module at a time.

1.1. Operating System

The tool can run on a PC without actual installation, if the PC runs one of the following operating systems.

Windows 7
Windows 8
Windows 10
Windows 11

” NOTE |

1. In Windows 10 and 11, right-click on the executable file of the toolkit and select “Run as
administrator” to run the tool.

2. The storage path of the tool and the firmware package must be in English characters and should
NOT contain any space, “()” or Chinese characters.

3. The storage/loading path of the firmware package has to be a local path instead of a USB device
path or a network path.

4. The firmware package should be left intact and not modified.

QFlash_User_Guide 10/75
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1.2. Applicable Modules

QFlash is applicable to the following Quectel modules.

Table 1: Applicable Modules

Product Line Module
RG200U
RG255C
RG500L
RG500Q
RG500U
5G
RG520N
RG525F
RM500Q
RM500U
RM520N
EGO06
EGO60W
EG12
LTE-Advanced EG18
EMO06
EM12-G
EPO6
EC20-CE
EC200A
LTE Standard

EC200S

EC200U

QFlash_User_Guide 11/75
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Automotive

Smart

QFlash_User_Guide

EC21
EC25
EG21-G
EG25-G
EGI1
EG912Y
EG915Q
EG95
EMO5
AG15
AG215S
AG35
AG509M
AG519M
AG520R
AG521R
AG525R
AG529R
AG550Q
AG551Q
AG552Q
AG553Q
AG590E
SC20
SC66

SC200E
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SC200L
SC668S
SG368Z
SG520B
SG560D
SG865W
SG885G
BC66
BC660K
BC92
BC950K
BG77
BG770A
LPWA
BG95
BG950A
BG951A
BG955A
BG950S
BG96
M65
M66
GSM
M95
MC60
FC41D

Wi-Fi&Bluetooth FCM100D

FCM242D

QFlash_User_Guide 13/75
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FCM360W
FCM561D
FLM140D

HCMO010S

Satellite CC660D

” NOTE |

Quectel modules listed above may include a single model or multiple models. See the corresponding

module specifications for more specific information.

1.3. About QFlash Tool

Click “About This Tool” under “Help” in the toolbar, and you can obtain the version information of the

tool as shown below:

About This Tool

QFlash_Va&.6

©Quecte] 2020 All rights reserved

Latest Update 10/12/2023

7

i

Ok

Detect Yersion Online

Nl Teew

Figure 1: About the QFlash Tool

QFlash_User_Guide
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2 Firmware Upgrade Procedures

Firmware upgrade procedures with QFlash tool are illustrated below.
Step 1: Select COM port and baud rate.

Step 2: Load firmware file.
Step 3: Start firmware upgrade.

H NOTE |

1. In general, you can follow the steps above to upgrade the firmware. However, the upgrade steps
for some modules are slightly different. See Table 2 for details.
2.  QFlash supports firmware upgrade in Firehose and Sahara modes.
® \When the Firehose folder exists in the firmware package, the firmware will be upgraded in
Firehose mode by default. To upgrade in Sahara mode, please select “Sahara only” under
“Configuration” in the menu bar. If the upgrade in Firehose mode fails after many attempts,
please try again after turning off or uninstalling your anti-virus software and firewall.
® |[f there is no Firehose folder in the firmware package, the firmware will be upgraded in Sahara
mode by default.

QFlash_User_Guide 15/75
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2.1. Select COM Port and Baud Rate

After the QFlash tool is started, the main interface is shown as below.

Upgrade FW
Config
coMport: [ |
Load FW Files
MName Location

Please choose download firmware.

Start Stop

Ready

CAP NUM SCRL

Figure 2: Main Interface of QFlash

QFlash_User_Guide
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2.1.1. Select COM Port

Detailed steps for selecting COM port are illustrated below.

Step 1: Check Table 3 to confirm the firmware download port (COM port) for a specified module.
Step 2: Click “COM Port” drop-down list to select the corresponding COM port number, unless
otherwise specified in the “Comment” column of Table 3.

: Help Configuration
-
S
Config
COM Port: | g5q e
Load FW Files Baudrate: 921600 -
Name Location
File_Path F:\Tool\QFlash\EC2Z00UCHAARDZALI4MOB
8915DM_catl_EC2... F:\Tool\QFlash\EC200UCNAARN2A14M08\8915DM_catl_EC200UCNAARD2A14MOB.pac
PASS 57s
Current QFlash version is the latest!
Start
W
< >
Display program information, version number and copyright CAP NUM SCRL

Figure 3: Select COM Port Number

QFlash_User_Guide 17175
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2.1.2. Set Baud Rate

Step 1: Check Table 4 to confirm the supported baud rate of a specified module for firmware upgrade.
Step 2: Click “Baudrate” drop-down list to select the corresponding baud rate.

: Help Configuration

7]
]
Config
COM Port: |35 o
Load FW Files Baudrate: 921600 -

9600

19200

38400

57600
Mame Lpcation 115200

230400

460800

921600

3000000
Do not remove USB or terminate the downloading process before it completes.
Current QFlash version is the latest!

Start
W
< >
Ready CAP| NUM SCRL
N e | Y

Figure 4: Select the Baud Rate

” NOTE |

1. Baud rate setting is unnecessary for virtual USB port.
2. There are different baud rate values to be selected and the hardware environment determines

whether a specified baud rate can be supported. If the baud rate is not supported, an error
message will be returned.

QFlash_User_Guide 18/75
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2.2. Load Firmware File

Step 1: Click the button “Load FW Files”.
Step 2: Check Table 5 to select the corresponding firmware file to be downloaded to the module.

© Help Configuration

7
iz
Upgrade FW
Config
CoMPort: (30 v
Load FW Files
Baudrate: (9600 v
Name Location
IZ ENPRGSX07 E:\fv\8X07\EC20CEFAG\EC20CEFAGROGA 14M4G \update \ENPRGSx07.mbn
IZ NPRG9X07 E:\fv\SX07\EC 20CEFAG \EC20CEFAGRO6A 14M4G \update \NPRGSx07.mbn
[ prog_nand_firehose_9... E:\fv\9x07\EC20CEFAG\EC20CEFAGRO6A 14M4G\update \firehose'prog_nand_firehose_9x07.mbn

[ rawprogram_nand_p4... E:\fv\9X07\EC20CEFAG\EC20C o
[~ patch_pak_b256K.xml E:\fv\9X07\EC20CEFAG\EC20CER
25 « fv » 9X07 » EC20CEFAG > EC20CEFAGROt

A ER

| ] partition_complete p4K b256K.mbn
IT] prog_nand firehose 9x07.mbn |

Do not remove USB or terminate the d

Start v

. |

Ready

Figure 5: Select the File to Be Downloaded

QFlash_User_Guide 19/75
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2.3. Start Firmware Upgrade

Table 2: Firmware Upgrade Starting Steps

Product Line

5G

QFlash_User_Guide

Module

RG200U

RG255C

RG500L

RG500Q

RG500U

RG520N

RG525F

Firmware Upgrade Starting Steps

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

1. Power on the module.

2. Click the “Start” button and the firmware

will be upgraded.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Comment
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LTE-Advanced
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RM500Q

RM500U

RM520N

EGO6

EGO60W

EG12

EG18

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.
Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.
Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Select the .zip firmware package.

Click the “Start” button.

Power on the module manually.

The tool automatically selects Quectel
USB Download Port and starts firmware
upgrade.

P wbdpE

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Support firmware upgrading by PCle interface.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

After the firmware is upgraded successfully, close the
tool before you power on the module. Otherwise, the
tool will automatically start firmware upgrade again.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
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LTE Standard
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EMO6

EM12-G

EPO6

EC20-CE

EC200A

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Select the .zip firmware package.

Click the “Start” button.

Power on the module manually.

The tool automatically selects Quectel
USB Download Port and starts firmware
upgrade.

P owbdpRE

downloading process before the

completed.

upgrading is

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

After the firmware is upgraded successfully, close the
tool before you power on the module. Otherwise, the
tool will automatically start firmware upgrade again.
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EC200S

EC200U

EC21

EC25

EG21-G

EG25-G

1. Power on the module, and then the tool
prompts "getting serial devices list".

2. Click the “Start” button to upgrade the
firmware.

Click the “Start” button. And the tool will start

firmware upgrade after the module resets

automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.
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EGI1

EG912Y

EG915Q

EG95

EMO5

AG15

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

1. Click the “Start” button.

2. When the tool prompts “REBOOT CHIP”,
press the “GNSS_RST” button on module
TE-A to start GNSS firmware upgrade.

3. After GNSS firmware completes upgrade,
reset the module, and then the tool will
start firmware upgrade automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the

24175



nNAlUECTEL

downloading process before the upgrading is
completed.
There is no “Stop” button while upgrading firmware. In
Click the “Start” button. And the tool will start this case, it is NOT permitted to stop the upgrading
AG215S firmware upgrade after the module resets process, and do NOT remove the USB or terminate the
automatically. downloading process before the upgrading is
completed.
There is no “Stop” button while upgrading firmware. In
Click the “Start” button. And the tool will start this case, it is NOT permitted to stop the upgrading

AG35 firmware upgrade after the module resets process, and do NOT remove the USB or terminate the
automatically. downloading process before the upgrading is
completed.

1. Turn off the module.
2. Click the “Start” button, and then turn on
AG509M the module within 10 seconds.
3. The tool starts firmware upgrade
automatically.

Only supports firmware upgrading on 64-bit operating
system.

1. Turn off the module.
2. Click the “Start” button, and then turn on
AG519M the module within 10 seconds.
3. The tool starts firmware upgrade
automatically.

Only supports firmware upgrading on 64-bit operating
system.

There is no “Stop” button while upgrading firmware. In
Click the “Start” button. And the tool will start this case, it is NOT permitted to stop the upgrading

AG520R firmware upgrade after the module resets process, and do NOT remove the USB or terminate the
automatically. downloading process before the upgrading is
completed.
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AG521R

AG525R

AG529R

AG550Q

AG551Q

AG552Q

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
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Smart
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AG553Q

AG590E

SC20

SC66

SC200E

SC200L

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

downloading process before the

completed.

upgrading is

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.
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SC668S

SG368Z

SG520B

SG560D

SG865W

SG885G

BC66

BC660K

Click the “Start” button. And the tool will start

firmware upgrade after the module resets

automatically.

1. Power on the module.

2. Click the "Start" button to start automatic
firmware upgrade.

Click the “Start” button. And the tool will start

firmware upgrade after the module resets

automatically.

Click the “Start” button. And the tool will start

firmware upgrade after the module resets

automatically.

Click the “Start” button. And the tool will start

firmware upgrade after the module resets

automatically.

Click the “Start” button. And the tool will start

firmware upgrade after the module resets

automatically.

1. Click the “Start” button.

2. Reset the module manually when the tool

prompts “[INFO]Start connect with
target, Please reset DUT..” or
‘Reset ......

3. The tool starts firmware upgrade

automatically.

1. Press and hold the “BOOT” button to
make the module enter download mode
while resetting the module by pressing

There is no “Stop” button while upgrading firmware. In
this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the
downloading process before the upgrading is
completed.

There is no “Stop” button while upgrading firmware. In

this case, it is NOT permitted to stop the upgrading
process, and do NOT remove the USB or terminate the

28175



nNAlUECTEL

the “RESET” button on TE-B. downloading process before the upgrading is
2. Click the “Start” button to start automatic completed.
firmware upgrade.
There is no “Stop” button while upgrading firmware. In
Click the “Start” button. And the tool will start this case, it is NOT permitted to stop the upgrading

BC92 firmware upgrade after the module resets process, and do NOT remove the USB or terminate the
automatically. downloading process before the upgrading is
completed.

1. Click the “Start” button.
2. Reset the module manually when the tool
BC950K prompts "Probe".
3. The tool starts firmware upgrade
automatically.
Click the “Start” button. And the tool will start
BG77 firmware upgrade after the module resets
automatically.
1. Turn off the module.
2. Click the “Start” button, and then turn on
BG770A the module within 10 seconds.
3. The tool starts firmware upgrade
automatically.
Click the “Start” button. And the tool will start
BG95 firmware upgrade after the module resets
automatically.
Option 1:
1. Turn off the module.
2. Click the “Start” button, and then turn on
the module within 10 seconds.

BG950A
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3. The tool starts firmware upgrade
automatically.

Option 2:

1. Power on the module.

2. Manually reset the module according to
the tool prompt.

3. The tool will automatically start firmware
upgrade.

Option 1:

1. Turn off the module.

2. Click the “Start” button, and then turn on
the module within 10 seconds.

3. The tool starts firmware upgrade It is necessary to enable the GNSS function and make

BGO51A automatically. it enter the emergency download mode before the
Option 2: upgrading.
1. Power on the module.
2. Manually reset the module according to
the tool prompt.
3. The tool will automatically start firmware
upgrade.
Option 1:
1. Turn off the module.
2. Click the “Start” button, and then turn on
the module within 10 seconds.
BG955A

The tool starts firmware upgrade
automatically.

Option 2:

1. Power on the module.
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BG950S

BG96

M65

M66

M95

MC60

Manually reset the module according to
the tool prompt.

The tool will automatically start firmware
upgrade.

Click the “Start” button.

Press the reset button when the tool
prompts “"please reset" to reset the
module.

The tool starts firmware upgrade
automatically.

Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.
Click the “Start” button. And the tool will start
firmware upgrade after the module resets
automatically.

1.
2.

Click the “Start” button.

Switch the D/L to “ON” on EVB within 30
seconds.

The tool starts firmware upgrade
automatically.

Click the “Start” button.

Switch the D/L to “ON” on EVB within 30
seconds.

The tool starts firmware upgrade
automatically.

Click the “Start” button.

Switch the D/L to “ON” on EVB within 30

Make sure the EVB is powered by a 5 V power supply.

Make sure the EVB is powered by a 5 V power supply.

Make sure the EVB is powered by a 5 V power supply.
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FC41D

FCM100D

FCM242D

FCM360W

FCM561D

w

seconds.

The tool starts firmware upgrade
automatically.

Click the “Start” button.

Reset the module manually when the tool
prompts “Erasing Flash...”.

The tool starts firmware upgrade
automatically.

Click the “Start” button.

Reset the module manually when the tool
prompts “Erasing Flash...”.

The tool starts firmware upgrade
automatically.

Click the “Start” button.

Reset the module manually when the tool
prompts “Erasing Flash...”.

The tool starts firmware upgrade
automatically.

Click the “Start” button.

Reset the module manually when the tool
prompts “Erasing Flash...”.

The tool starts firmware upgrade
automatically.

Power on the module manually.

Click the “Start” button.

Reset the module manually when the tool
prompts “Erasing Flash...”.

The tool starts firmware upgrade
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FLM140D

HCMO010S

CC660D

automatically.

Click the “Start” button.

Reset the module manually when the tool
prompts “Erasing Flash...”.

The tool starts firmware upgrade
automatically.

Enable the J-Link tool.

Click the “Start” button and the module
will automatically perform the firmware
upgrade.

Click the “Start” button.

Reset the module manually when the tool
prompts “Probe”.

The tool starts firmware upgrade
automatically.
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¢ Help Configuration

y- v
Config
COM Port: | yq r
Load FW Files Baudrate: [gz1g00
Name Location

ENPRGIX07
NPRGOX07
prog_nand_firehos...
rawprogram_nand...
patch_p4K_b256K....

F:\Tool\QFlash\EC20CEFAGROGA1 7M4G\update\ENPRGEX07.mbn
F:\Tool\QFlash\EC20CEFAGROBALZM4G\Lupdate\WPRGIx07.mbn
F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\prog_nand_firehose_9x07.mbn
F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\rawprogram_nand_p4k_b256K_...
F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\patch_p4K_b256K.xml

Do not remove USB or terminate the downloading process before it completes.

Current QFlash version is the latest!

Ready

Start

CAP|NUM| SCRL

QFlash_User_Guide

Figure 6: “Start” Button
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¢ Help Configuration

__
A
Config
COM Port:  qa
Load FW Files Baudrate: 31400
Name Location

F:\Tool\QFlash\EC20CEFAGRO6A17M4G \update\ENPRGIx07.mbn
F:\Tool\QFlash\EC20CEFAGROBALTM4GY update\NPRGOx07.mbn
F:\Tool\QFlash\EC20CEFAGRO6A17M4G  update'firehose\prog_nand_firehose_9x07.mbn
F:\Tool\QFlash\EC20CEFAGRO6A17M4G\ update'\firehose\rawprogram_nand_p4K_b256K_...
F:\Tool\QFlash\EC20CEFAGRO6A17M4G update'\firehose\patch_p4K_b256K xml

ENPRGOXO07
MPRGIX0O7

prog_nand_firehos...
rawprogram_nand...
patch_p4K_b256K....

a6 s

DL-Rawprogram( 60.42% )

Current QFlash version is the latest!

Start

Ready CAP NUM)| SCRL

Figure 7: Start Firmware Upgrade Automatically After Clicking “Start” Button

QFlash_User_Guide
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Help Configuration

L7
iz
Config i
COM Port: ‘ 101
Load FW Files Baudrate: | 450800
Name Location
SCAT D:\versiontest\MTK\MTK2503\MC60CARD 1A 15\QUECTELO3D_M2M_11C_BB.cfg
[l pa D:\TestTools\QFlash_Vé. 1\QFlash_V6. 1\MTK_AllInOne_DA.bin
ARM_BL D:\versiontest\MTK\MTK2503\MC60CARO 1A 15\BOOTLOADER _MC60CAR0D1A15.bin
ARM_EXT_BL D:\versiontest\MTK\MTK2503\MC60CARD 1A 15\EXT_BOOTLOADER
[ PrIMARY_MAUI D:\versiontest\MTK\MTK2503\MC60CARO 1A 15\ROM
VIVA D:\versiontest\MTK\MTK2503\MC60CARO1A15\VIVA
[ appGs3mMDM32401 D:\versiontest\MTK\MTK2503\MC60CARD 1A 15\APPGS3MDM32A01
GPS D:\versiontest\MTK\MTK2503\MC60CARD 1A 15\MT3333.bin

PASS

Current QFlash version is the latest!

Start

Ready

195 s

Stop

CAP NUM SCRL

Figure 8: Firmware Upgraded Successfully

QFlash_User_Guide
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3 Summary of Firmware Upgrade Information

3.1. Summary of Firmware Download Ports

Table 3: Summary of Firmware Download Ports

Product Line

5G

QFlash_User_Guide

Module

RG200U

RG255C
RG500L

RG500Q

RG500U

COM Port

Quectel USB AT Port

Quectel USB DM Port
Quectel USB ETS Port

Quectel USB DM Port

Quectel USB AT Port

Comment

1.

After “Start” button is clicked, the tool will automatically switch to
the SPRD U2S Diag port to start the upgrade. After successful
upgrade, the port loading is resumed automatically, without the
need of module resetting.

You can also press “BOOT” button when powering on, and then
switch to SPRD U2S Diag port for upgrade.

After “Start” button is clicked, the tool will automatically switch to
the SPRD U2S Diag port to start the upgrade. After successful
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LTE-Advanced

QFlash_User_Guide

RG520N
RG525F

RM500Q

RM500U

RM520N

EGO06

EGO60W

EG12
EG18
EMO6
EM12-G

EPO6

Quectel USB DM Port
Quectel USB DM Port

Quectel USB DM Port

Quectel USB AT Port

Quectel USB DM Port

Quectel USB DM Port

Power on the module to
automatically select Quectel
USB Download Port

upgrade
Quectel USB DM Port

Quectel USB DM Port
Quectel USB DM Port
Quectel USB DM Port

Quectel USB DM Port

upgrade, the port loading is resumed automatically, without the
need of module resetting.

2. You can be upgraded by short-circuiting BOOT to J201 to get the
SPRD U2S Diag port loaded for upgrade.

After “Start” button is clicked, the tool will automatically switch to the
SPRD U2S Diag port to start the upgrade. After successful upgrade,
the port loading is resumed automatically, without the need of module
resetting.
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EC20-CE

EC200A

EC200S

LTE Standard

EC200U

EC21
EC25
EG21-G

EG25-G

QFlash_User_Guide

Quectel USB DM Port

Power on the module to
automatically select Quectel
USB Download Port for
upgrade

Quectel USB AT Port
/Quectel Download Port

Quectel USB AT Port

Quectel USB DM Port
Quectel USB DM Port
Quectel USB DM Port

Quectel USB DM Port

Click “Load FW Files” to select the .zip package to load firmware
directly and then select the COM port.

If use USB AT port for upgrade, wait for the prompt "getting serial
devices list..\n"} before clicking “Start” to upgrade. If use
Quectel Download Port for upgrade, wait for the prompt "<COM6>
device <COM®6> is ready to be enabled manually\n"} before
clicking the “Start” button to upgrade.

Short-circuit BOOT and PL_1V8 to get Quectel Download Port
loaded for upgrade.

After the “Start” button is clicked, the tool will automatically switch
to the SPRD U2S Diag port to start the upgrade. After successful
upgrade, the loaded port is still the SPRD U2S Diag port and you
need to reset the module to reload the port.

You can also short-circuit BOOT and PL_1V8 to get the SPRD
U2S Diag port loaded for upgrade.
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EG91 Quectel USB DM Port
1.
® Click “Load FW Files” to select the .zip package to load firmware
directly and then select the COM port.
® If use USB AT port for upgrade, wait for the prompt "getting serial
EGO12Y Quectel USB AT Port / devices list..\n"} before clicking “Start” to upgrade. If use
Quectel Download Port Quectel Download Port for upgrade, wait for the prompt "<COM6>
device <COM®6> is ready to be enabled manually\n"} before
clicking the “Start” button to upgrade.
2.  Short-circuit BOOT and PL_1V8 to get Quectel Download Port
loaded for upgrade.
Short-circuit VDD_EXT and USB_BOOT to get Quectel Download Port,
and connect the USB cable to GNSS_UART to access the GPS port.
EG915Q Quectel Download Port . i
Then choose COM port and GPS port respectively, as shown in
Figure 9.
EG95 Quectel USB DM Port
EMO05 Quectel USB DM Port
AG15 Quectel USB DM Port
AG215S Quectel USB DM Port
Automotive AG35 Quectel USB DM Port
Port Selection is ) ]
AG509M Turn on the USB_BOOT switch, and then only the Android ADB
Unnecessary . . o
T interface will be loaded. Therefore, port selection is unnecessary for
Port Selection is . .
AG519M firmware upgrade with QFlash.

Unnecessary
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AG520R Quectel USB DM Port
AG521R Quectel USB DM Port
AG525R Quectel USB DM Port
AG529R Quectel USB DM Port
AG550Q Quectel USB DM Port
AG551Q Quectel USB DM Port
AG552Q Quectel USB DM Port
AG553Q Quectel USB DM Port
AG590E Quectel USB DM Port
SC20 HS-USB Diagnostics 9091
SC66 HS-USB Diagnostics 9091
SC200E HS-USB Diagnostics 9091
) Send AT+QDOWNLOAD=1 to obtain the SPRD U2S Diag port for
firmware upgrade
SC668S HS-USB Diagnostics 9091
SG3687 DL Port(s) Detected After connecting the module to the PC, "Rockusb Device" appears in
Automatically the device manager, and the tool will automatically scan the port.
SG520B HS-USB Diagnostics 90DB
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SG560D

SG865W

SG885G

BC66

BC660K

BC92

BC950K

BG77

BG770A

BG95

BG950A

BG951A

BGO955A

HS-USB Diagnostics 9091
Quectel USB DM Port
HS-USB Android DIAG 901F

USB UART Ch A

Quectel USB Serial Port

Debug Port (USB Serial
Converter B)

WCH USB-SERIAL CHA

Quectel USB DM Port

Silicon Labs CP210x USB to
UART Bridge

Quectel USB DM Port

Silicon Labs CP210x USB to
UART Bridge

Silicon Labs CP210x USB to
UART Bridge

Silicon Labs CP210x USB to
UART Bridge

The USB Serial Port (the second loaded port) is used to upgrade
firmware.

1. The module firmware is upgraded through UART_CLI and
UART_GNSS ports, whose names are both displayed as "Silicon
Labs CP210x USB to UART Bridge" after the module is connected
to the PC.

2. Click “COM Port” drop-down list and select the UART_CLI port
number; then click “GPS Port” drop-down list and select the
UART_GNSS port number, as shown in Figure 10.
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The module firmware is upgraded through the third USB-SERIAL port

BG950S WCH USB-SERIAL Ch C o
which is displayed as "WCH USB-SERIAL Ch C".

BG96 Quectel USB DM Port

M65 Quectel USB Serial Port

M66 Quectel USB Serial Port

GSM

M95 Quectel USB Serial Port

MC60 Quectel USB Serial Port

FC41D Quectel USB Serial Port

FCM100D Quectel USB Serial Port
Silicon Labs CP210x USB to

FCM242D .
UART Bridge
_— Silicon Labs CP210x USB to
Wi-Fi&Bluetooth FCM360W )
UART Bridge

FCM561D USB- SERIAL- CH340

Silicon Labs CP210x USB to

FLM140D )
UART Bridge

HCMO010S JLink CDC UART Port

Satellite CC660D WCH USB-SERIAL CHA
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Help Configuration

-]
Config
COMPort: | 35
GPS Port: | 50 "
Load FW Files Baudrate: | 115300 -
Mame Location
File_Path D:'‘HAHAHA \banbenbao \EGS15QMALGRO1ADIMO4_01.001.01.001

flash_download.cfg

D:\HAHAHAbanbenba. ..

D:'‘HAHAHA \banbenbao \EGS15QMALGRO1AD1IMO4_01.001.01.001at_command.binpkg
D:\HAHAHA \banbenbac \EGS 15QNALGRO 140 IMO4_01.001.01.001\AG33528_IMAGE\flash_download.cfg

PASS

80s

Current QFlash version is the latest!

QFlash_User_Guide

Start

Figure 9: Select Port for EG915Q

Stop
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Help Configuration

-]
Config
COMPort: |7 "
GPS Port: |10 w
Load FW Files Baudrate: | angpogn v
FlowConkral; RTS.CTS
Mame Location
File_Path F:\BG51\BGI5 IAGLAARDIADS
f.alt F:\BGI51\BGI5 1AGLAARD 1AD 3 Fw. alt
RE_03_00 Fi\BGI51\BG5 1AGLAARD1AD3\RE_03_00
use_bin Fi\BG351\BG5 1AGLAARD 1A03WSER _BIN
Ebini F:\BGI51\BGI5 IAGLAARD 140 3\cxd 560 5AGF_20296_55c5322_186LBGEF. ebinl
Ebinz F:\BGS51\BGI5 1AGLAARD 1A0 3 xd5605AGF_20296_550c6322_156L BGEF.ebin
Ebin3 Fi\BG5 1\BGI5 LAGLAARD 140 3 cxd5605AGF_20296_55c6322_186LBGEF.ebin3
Ebin4 F:\BG51\BGI5 IAGLAARD1AD 3 \cxd5605AGF 202965506322 186LBGEF.ebind
PASS | 264 s
Current QFlash version is the latest!

Start

Ready

Figure 10: Select Port for BG951A

QFlash_User_Guide

CAP NUM SCRL
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3.2. Summary of Firmware Upgrade Baud Rate

Table 4: Summary of Firmware Upgrade Baud Rates

Product Line

5G

LTE-Advanced

QFlash_User_Guide

Module
RG200U
RG255C
RG500L
RG500Q
RG500U
RG520N
RG525F
RM500Q
RM500U
RM520N
EGO06

EGO60W

Baud Rate Comment

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800
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LTE Standard

QFlash_User_Guide

EG12
EG18
EMO06
EM12-G
EPO6
EC20-CE
EC200A
EC200S
EC200U
EC21
EC25
EG21-G
EG25-G
EGI1
EG912Y
EG915Q

EG95

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800
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Automotive

Smart

QFlash_User_Guide

EMO5

AG15

AG215S
AG35

AG509M
AG519M
AG520R
AG521R
AG525R
AG529R
AG550Q
AG551Q
AG552Q
AG553Q
AG590E
SC20

SC66

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800

460800
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LPWA

QFlash_User_Guide

SC200E

SC200L

SC668S

SG368Z

SG520B

SG560D

SG865W

SG885G

BC66

BC660K

BC92

BC950K

BG77

BG770A

BG95

BG950A

BG951A

460800

460800

460800

460800

460800

460800

460800

460800

9600

921600

9600

921600

460800

460800

460800

460800

460800
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GSM

Wi-Fi&Bluetooth

Satellite

QFlash_User_Guide

BG955A

BG950S

BG96

M65

M66

M95

MC60

FC41D

FCM100D

FCM242D

FCM360W

FCM561D

FLM140D

HCMO010S

CC660D

460800

460800

460800

921600

460800

460800

460800

460800

460800

921600

921600

921600

921600

9600

460800
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3.3. Summary of Firmware File to Be Downloaded

Table 5: Summary of Firmware File to Be Downloaded

Product Line

5G

LTE-Advanced

QFlash_User_Guide

Module
RG200U
RG255C
RG500L
RG500Q
RG500U
RG520N
RG525F
RM500Q
RM500U
RM520N
EGO06
EGO60W

EG12

Firmware File Comment
.pac
.elf
xml
.mbn
.pac
.elf
.elf
.mbn
.pac
.elf
.mbn
.Zip

.mbn
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LTE Standard

Automotive

QFlash_User_Guide

EG18
EMO6
EM12-G
EPO6
EC20-CE
EC200A
EC200S
EC200U
EC21
EC25
EG21-G
EG25-G
EG91
EG912Y
EG915Q
EG95
EMO5

AG15

.mbn
.mbn
.mbn
.mbn
.mbn
.Zip
.Zip
.pac
.mbn
.mbn
.mbn
.mbn
.mbn
.Zip
.cfg
.mbn
.mbn

elf
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Smart

QFlash_User_Guide

AG215S
AG35
AG509M
AG519M
AG520R
AG521R
AG525R
AG529R
AG550Q
AG551Q
AG552Q
AG553Q
AG590E
SC20
SC66
SC200E
SC200L

SC668S

.elf

.elf

elf

.elf

.elf

.elf

elf

.elf

elf

.mbn

.elf

.elf

elf

.pac

elf
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LPWA

GSM

QFlash_User_Guide

SG368Z

SG520B

SG560D

SG865W

SG885G-WF

BC66

BC660K

BC92

BC950K

BG77

BG770A

BG95

BG950A

BG951A

BG955A

BG950S-GL

BG96

M65

fw.roc

elf
elf
elf
elf
.cfg
.bin
Jod
.bin
elf
fw.alt
elf
fw.alt
fw.alt
fw.alt
fw.alt
.mbn

lod

For M65 QuecOpen module, please select the .lod file.
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Wi-Fi&Bluetooth

Satellite

QFlash_User_Guide

M66

M95

MC60

FC41D

FCM100D

FCM242D

FCM360W

FCM561D

FLM140D

HCMO010S

CC660D

.cfg

.cfg

.cfg

.bin
.bin
.bin
.bin
.bin
.bin
.hex

.cfg

For M66 QuecOpen module, please select the .cfg file.
Atfter that, click the “Module Type” drop-down list and select the
corresponding module, as shown in Figure 11.

For MC60 QuecOpen module, please select the .cfg file.
After that, click the “Module Type” drop-down list and select the
corresponding module, as shown in Figure 11.
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QFlash_User_Guide

Help Configuration

7N
L
Config :
COMPort: |4 “
Load FW Files Baudrate: [gp1500
S - Module Type: |MC60 v
M10R3.0
M50 R2.0
M85R2.0
M25
Name Location mg
M scat E:\test\APPGS3MDM32A02_MPU\APPGS3MDM32A02_MPU\app_image_bin.cfg M66 FA
DA D:\code\QFlash\QFlash_V6.2-Code-20221103\MTWMTK_AlInOne_DA.bin mgﬁzga
[4] APPGS3MDM32402_M... E:\test\APPGS3MDM32A02_MPU\APPGS3MDM32A02_MPU\APPGS3MDM32A02_MPU.bin MCE0
M36 FC

Current QFlash version is the latest!

Ready

Start Stop

CAP NUM SCRL

Figure 11: Select the Module Type
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4 VBN Function

Currently QFlash only supports MBN upgrade function for BG96. The operation procedure is as follows:

Step 1: Click the “COM Port” drop-down list and select the COM port that will be used to upgrade the
firmware, as shown in the following figure.

! Help Configuration

$ v
Upagrade FW
Config
COM Port:
Load F\W Files 1
Baudrate: |137 ~
138
139
140
MName Location

Old path not exist please choose download firmware. |

Start Stop

Ready CAP NUM SCRL

Figure 12: Select the Serial Port of BG96 Module
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Step 2: Click the “Load FW Files” button and select the firmware file with the extension. mbn to
download to the module.

© Help Configuration

: 9
]
Upgrade FW
Config
COM Port: |30 V
Load FW Files - .
Baudrate: | 9600 =
Name Location
[ enprGEX07 E:\fv\8X07\EC20CEFAG\EC20CEFAGRO6A 14M4G \update \ENPRGSx07.mbn
[ nPrGoX07 E:\fv\9X07\EC20CEFAG \EC20CEFAGROGA 14M4G \update WPRG%07.mbn

[ prog_nand_firehose_9...
[ rawprogram_nand_p4...
[~ patch_p4K_b256K.xml

E:\fv\9X07\EC20CEFAG\EC20CEFAGRO6A 14M4G \update \firehose\prog_nand_firehose_39x07.mbn
E:\fv\9X07\EC20CEFAG \EC20C! Q
E:\fv\9X07\EC20CEFAG\EC20CEF

™ « fv » 9X07 » EC20CEFAG » EC20CEFAGROt

A ER

| | partition complete p4K b256K.mbn
m prog_nand firehose 9x07.mbn

Do not remove USB or terminate the d

Ready

QFlash_User_Guide

Start v
- o< 5:07.mbr]

Figure 13: Select the File to Be Downloaded
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Step 3: Click the “Start” button and the prompt ‘Do you need MBN autosel feature enabled by
default” will pop out.

: Help Configuration !
4]
Config =
COM Port: 37 |

Load FW Files Baudrate: 1115200 v‘
Name Location
ENPRGSX06 E:\BGS6MARO2A07M 1G\update \ENPRGSx06.mbn
[Z NPRGSX06 E:\BGS6MARO2A07M 1G\update \NPRGAx06.mbn

prog_nand_firehose_9... E:\BGI6MAR0D2A07M1G\update\firehose\prog_nand_firehose_9x06.mbn
rawprogram_nand_p2... E:\BG96MARO2A07M1G\update\firehose\rawprogram_nand_p2K_b128K_update.xml

patch_p2K_b128K.xml  E:\BG96ITARUZAU/MIG Update \irenose \patch_p2R_b 126K, xml

Do you need MBN autosel feature enabled by default? X

[JmBN autosel feature enabled

Do not remove USB (]] it ¢comple

S :
Current QFlash version is the latest! E el

Start

Figure 14: Select MBN Autosel Function

| NOTE |

1. Make sure there is an mbn folder in the selected firmware version package before upgrading.

2. Ifthe “MBN autosel feature enabled” checkbox is checked, the MBN automatic selection function
is enabled; otherwise, it is disabled. You can start upgrading MBN files either by clicking the “OK”
button after checking “MBN autosel feature enabled”, or by just clicking “Cancel”.
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Step 4: “PASS” will be shown on the interface after the firmware has been successfully upgraded, as
shown in the following figure.

Help Configuration

o _
&
Config ‘ =
COM Port: \ 37 ~ 1

Load FW Files Baudrate: (ﬁgi&ﬁ'i
Name Location
[ enPrGaX06 E:\BG96MARO2A07M 1G\update \ENPRGSx06.mbn
[~ nPrGaX06 E:\BG96MARD2AD7M 1G \update \NPRGSx06.mbn

[ prog_nand_firehose_9... E:\BGS6MARD2A07M1G\update \firehose\prog_nand_firehose_9x06.mbn
[ rawprogram_nand_p2... E:\BGS6MAR0O2A07M1G\update\firehose\rawprogram_nand_p2K_b128K_update.xml
[ patch_p2K_b128K.xml E:\BG96MARD2A07M1G\update \firehose\patch_p2K_b128K.xml

PASS i 205 s

Current QFlash version is the latest!

| Start |

Figure 15: MBN Files Upgraded Successfully for BG96
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5 Abnormalities

Abnormalities may be caused by the incorrect baud rate, damaged EVB/TE-B or invalid files, etc. The
following illustrates some common abnormalities.

5.1. Selected a Wrong Serial Port

For M66, M95 and MC60 modules, if the serial port selection is incorrect, then the prompt will be as
follow:

Upgrade FW
Config
COM Port:
l Load FW Files
Baudrate:
Mame Location
SCAT F:\firmwareMCE0CARD 1A 12YQUECTELOZD M2M_11C_BB.cfg
DA D:Yool\Qflash\QFlash_v4, 14\Release \MTE_AIINOne _DA. bin
ARM_BL F:\frmwareMCE0CARD 14 12\BOOTLOADER _MCE0CARD 1412, bin
ARM_EXT BL F:\firmware MCE0CARD 1A 12\EXT BOOTLOADER
PRIMARY MALI F:\firmware \MCE0CARD 1A 12\ROM
WIVA F:\firmware \MCE0CARD 1A 1ZWIVA
APPGS3MDM32401 F:\firmware MCE0CARD 1A 12\APPGS3MDM3240 1
GPS F:\firmware\MCE0CARD 1A 12T 3333.bin
FAIL, ERR_2006_S_BROM_CMD_STARTCMD_TIMEQUT 30 s
Start Stop
Ready CAP NUM SCRL

Figure 16: Connected to a Wrong Serial Port (Example 1)
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H NOTE |

After selecting a correct serial port, if M66, M95 and MC60 modules are not reset, the error message

will be the same as that caused by selecting a wrong serial port.

For M65 module, if the serial port selection is incorrect, then the prompt will be as follow:

Config

Upgrade FW

I

Load FW Files

Mame

RamRun
Fw

Location

D:\tool\Qfash\QFlash_v4. 13\Releaseramrunthost_8955_flsh_spi32m_ramrun.lod
F:\package\M55_OpenCPU_GS5_SDK_V1.0\M&5_OpenCPU_GS5_SDK_V1.0%build\gec\APPGS5MDM 3240 1.lod

COM Part:
Baudrate: (921600 -

probeDevice Fail

Start

1s

Ready

CAP NUM SCRL

QFlash_User_Guide

Figure 17: Connected to a Wrong Serial Port (Example 2)
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For RG500Q, RM500Q, EP06, EG06, EM06, EG12, EM12-G, EG18, EC20-CE, EC21, EC25, EG21-G,
EG25-G, EG91, EG95, EMO05, AG15, AG35, AG215S, AG520R, AG521R, AG525R, AG529R, AG550Q,
AG551Q, AG552Q, AG553Q, BG77, BG95 and BG96 modules, if the serial port selection is incorrect,

then the prompt will be as follow:

i Help Configuration

=
A
Config
COM Port: 21 P

Load FW Files Baudrate: |go1gpp
Name Location
ENPRGOX07 F:\Tool\QFlash\EC20CEFAGROBA17M4G\update\ENPRGIx07.mbn
NPRGOXO7 F:\Tool\QFlash\EC20CEFAGROGA17M4G\update\NPRGIx07.mbn

prog_nand_firehos... F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\prog_nand_firehose_9x07.mbn
rawprogram_nand... F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\rawprogram_nand_p4K_b256K_...
patch_p4K_b256K.... F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\patch_p4K_b256K.xml

FAIL, Confirm dynamic com port 21 timeout(N)! 91s
Current QFlash version is the latest!
Start
W
Ready CAP NUM)| SCRL
Figure 18: Connected to a Wrong Serial Port (Example 3)
63/75
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For SC20, SC66 and SC200E modules, if the serial port selection is incorrect, then the prompt will be as
follow:

. Help Configuration

&
Config ‘ .
COM Port: 1 “ ‘
T L
‘ Load FW Files Baudrate: 115200 v ‘
Name Location
[ File_Path E:\package\banben\SC200LCENBRO3A06
[~] sl8541e_update.pac

E:\package\banben\SC200LCENBRO3A06\sI8541e_update.pac

[COMO]Download fail[Open port fail]!
Current QFlash version is the latest!

37s

Start

Ready

CAP NUM SCRL

Figure 19: Connected to a Wrong Serial Port (Example 4)

QFlash_User_Guide
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For BC66, BC92, BC660K and BC950K modules, if the serial port selection is incorrect, then the prompt
will be as follow:

: Help Configuration

T
Config
COMPort: (19 v
Load FW Files B
Baudrate: ?921600 v
Name Location
File_Path C:\Users\Jacob. Yu\Desktop\BC660KGLAARD1AQS

[“] Bootloader_BC660KGL... C:\Users\Jacob. Yu\Desktop\BC660KGLAARD 1A05\Bootloader_BCE60KGLAARD 1A05.bin
IZ BCA60KGLAARD1ADS.bin  C:\Users\Jacob. Yu\Desktop\BC660KGLAARO 1A05\BC660KGLAARD 1A05.bin

|
| FAIL, DL_Probe fail! 3s

1

Start

Ready CAP NUM SCRL

Figure 20: Connected to a Wrong Serial Port (Example 5)
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5.2. Connected to an Occupied Serial Port

For RG500Q, RM500Q, EPO6, EG06, EM06, EG12, EM12-G, EG18, EC20-CE, EC21, EC25, EG21-G,
EG25-G, EG91, EG95, EMO05, AG15, AG35, AG215S, AG520R, AG521R, AG525R, AG529R, AG550Q,
AG551Q, AG552Q, AG553Q, SC20, SC66, SC200E, BG77, BG95 and BG96 modules, if the connected

serial port is occupied, then the prompt will be as follow:

: Help Configuration

i
Config "
COM Port: 10 i
Load FW Files Baudrate:
Name Location
ENPRGIX07 F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\ENPRGOx07.mbn
NPRGX07 F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\NPRG9x07.mbn
prog_nand_firehos... F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\prog_nand_firehose_9x07.mbn
rawprogram_nand... F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\rawprogram_nand_p4K_b256K_...
patch_p4K_b256K.... F:\Tool\QFlash\EC20CEFAGROBA17M4G\update\firehose\patch_p4K_b256K.xml
FAIL, Open com port 19 failed! 29 s
Current QFlash version is the latest!
Start
v
Ready CAP NUM SCRL
Figure 21: Connected to an Occupied Serial Port (Example 1)
66/75
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For BC66, BC92, BC660K and BC950K modules, if the connected serial port is occupied, then the

prompt will be as follow:

: Help Configuration

')
Config
COM Port: | 20 E
Load FW Files
Baudrate: 921600
Mame Location
File_Path C:\Users\Jacob, Yu'\Desktop \BCAG0KGLAARD 1ADS

Bootloader_BCSA0KGL...  C:\Users\Jacob, Yu\Desktop\BCOA0KGLAARD 1ADSBootoader_BCAA0KGLAARD LADS. bin
BCEEUKGLMRUMUE.biH C:\Users\Jacob, Yu\Desktop\BCAG0KGLAARD 1AD05 \BCAa0KGLAARD1ADS. bin

FAIL, DL_Probe fail!

Og

Start

Ready

Figure 22: Connected to an Occupied Serial Port (Example 2)

QFlash_User_Guide

CAP NUM SCRL
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5.3. Selected an Unsupported Baud Rate

For M66, M95 and MC60 modules, if the selected baud rate is unsupported, then the prompt will be as
follow:

: Help
=
Upgrade FW
Config
COM Port: | 183
Load F\W Files
Baudrate: | 221500
MName Location
SCAT F:\firmware \MCS0CARD 1A 12\QUECTELO3D_M2M_11€_EB.cfg
DA D:\tool\Qflash\QFlash_v4., 14'\Release\MTK_AlInOne_DA. bin
ARM_BL F:\firmware MCE0CARD 1A 12\BO0TLOADER_MCE0CARD 1412 bin
ARM_EXT_BL Fi\firmware WMCE0CARD1A12EXT_BOOTLOADER
PRIMARY MALI F:\firmware \MCS0CARO 1A 121R0OM
VIvA Fi\firmware \MCA0CARD1A12WIVA
APPGS3MDM32401 F:\firmware \MCE0CARD 1A 12\APPGS3MDM3240 1
GPS F:\firmware\MCA0CARD1A12YMT 3333.bin

Download Bootloader: 0% 295

Start Stop

Ready CAP NUM SCRL

Figure 23: Selected an Unsupported Baud Rate

” NOTE |

For M66, M95 or MC60, if an unsupported baud rate is selected, the tool will stop running and no error
message will be prompted. In such a case, please click the “Stop” button to re-select a supported baud
rate to restart with.
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5.4. Selected an Invalid FW File

For M65 module, if the selected firmware file is invalid, then the prompt will be as follow:

"]
Upgrade FW
Config
COM Part:
| Load FW Files
Baudrate: |921600
Mame Location

FAIL, Load Lod_File_Params, No flash mode datal

Start

Ready CAP NUM SCRL

Figure 24: Selected an Invalid FW File (Example 1)
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For EC20-CE, EC21, EC25, EG91, EG95 and EMO05 modules, if the selected firmware file is invalid, then

the prompt will be as follow:

i Help Configuration

)]
Config ~
COM Port: |1g o
Lﬂad FW F”E'S Eaudrate: 971600 s
MName Location
File_Path F:\Tool\QFlash\BGISM1LARDZAD4 \update\firehose
prog_firehose_nan... F:\Tool\QFlash\BGI5M1LARD2A04\update\firehose\prog_firehose_nand_mdm9x05.elf
rawprogram_nand... F:\Tool\QFlash\BGISM1LAROZAD4\update\firehose\rawprogram_nand_p2K_b128K.xml
patch_p2K_b128K.... F:\Tool\QFlash\BGISM1LARODZAD4\update\firehose\patch_p2K_bl28K.xml
FAIL, DL_Firehose, Time out! 107 s
Current QFlash version is the latest!
Start
W
L4 >
Ready CAP NUM SCRL
Figure 25: Selected an Invalid FW File (Example 2)
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For EP0O6, EG06, EM06, EG12, EM12-G, EG18, AG15, AG35, AG215S, AG520R, AG521R, AG525R,
AG529R, AG550Q, AG551Q, AG552Q, AG553Q and BG96 modules, if the selected firmware file is

invalid, then the prompt will be as follow:

i Help Configuration

L
o]
Configrade PW
COM Port: | 1q >
Load FW Files Baudrate: 921600 >
Mame Location

F:\Tool\QFlash\EC25EUXGAROBANOM1G\update\ENPRGOX07. mbn
F:\Tool\QFlash\EC25EUXGARDBADSM1G \update\NPRGIx07.mbn
F:\Tool\QFlash\EC25EUXGARDBANOM1 G\ updatefirehose\prog_nand_firehose_9x07.mbn
F:\Tool\QFlash\EC25EUXGARDBADIM1 G\ update\firehose\rawprogram_nand_p2K_b128K_...
F:\Tool\QFlash\EC25EUXGARDBADIM1 G \update\firehose\patch_p2K_b128K.xml

ENPRGIX07
NPRGIX07
prog_nand_firehos...
rawprogram_nand...
patch_p2K_b128K....

27 s

FAIL, DL Rawprogram faill

Current QFlash version is the latest!

Start
'
< >
Ready CAP| NUM SCRL
Figure 26: Selected an Invalid FW File (Example 3)
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For SC668S module, if the selected firmware file is invalid, then the prompt will be as follow:

* Help Configuration Attention Please o

i
Confi i I i ism'tri 1

g COM Port: (4 3 | ‘_Warnl_ng.The firmware isn't right for the module, please confirm

it again!(2)
Load FW Files Baudrate: ga1600
TE

Name Location

prog_firehose_Qc... F:\Tool\QFlash\SCE685SEMNAROLAD2\prog_firehose_Qcm6125_ddr.elf
rawprogram_unsp... F:\Tool\QFlash\SCE68SEMNAROILAO2\rawprogram_unsparse.xml
patch0.xml F:\Tool\QFlash\SCea8SEMNAROILAD2 patch0.xml

GetStorageinfo_ UFS Log is 'F: 44 s

Current QFlash version is the latest!

Start Stop

Ready CAP| NUM| 5CRL

Figure 27: Selected an Invalid FW File (Example 4)

” NOTE |

SC668S supports eMMC (SC668S...NA...) and UFS (SC668S...UA...) firmware versions. The module
does not support firmware updating between the two different versions. If a wrong version is selected,
a popup window as shown above will appear to indicate updating failure.
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5.5. Power Supply is Abnormal

For RG500Q, RM500Q, EP06, EG06, EM06, EG12, EM12-G, EG18, EC20-CE, EC21, EC25, EG21-G,
EG25-G, EG91, EG95, EMO05, AG15, AG35, AG215S, AG520R, AG521R, AG525R, AG529R, AG550Q,
AG551Q, AG552Q, AG553Q, BG77, BG95 and BG96 modules, If the power supply is abnormal during
the upgrade process, then the prompt will be as follow:

¢ Help Configuration

i
Config ~
COM Port: | 94 ~
Load FW Files Baudrate: 921600 o
Mame Location
EENPRGQXD? F:\Tool\QFlash\EC20CEFAGROBA17M4G \update\ENPRGIX07.mbn
MNPRGOX07 F:\Tool\QFlash\EC20CEFAGROBA17M4G \update\NPRGIX07.mbn
prog_nand_firehos... F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\prog_nand_firehose_9x07.mbn
rawprogram_nand... F:\Tool\QFlash\EC20CEFAGROGAL17M4G\update\firehose\rawprogram_nand_p4K_b256K_update.xml
patch_p4K_b256K.... F:\Tool\QFlash\EC20CEFAGRO6A17M4G\update\firehose\patch_p4K_b256K.xml
< >
FAIL, DL_Firehose, Time out! 98 s
Current QFlash version is the latest!
Start Stop
W
Ready CAP NUM SCRL
Figure 28: Abnormal Power Supply (Example 1)
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For SC20, SC66 and SC2000E modules, If the power supply is abnormal during the upgrade process,
then the prompt will be as follow:

: Help Configuration

RN

2
Config ‘
COMPort: | gq A ‘
Load FW Files | Baudrate: ({15067\,‘
Name Location
[] File_path E:\package\banben\SC200LCENBRO3A06

sl3541e_update.pac E:\package\banben\SC200LCENBRO3A06\sI8541e_update.pac

[COMS54]Download fail[Wait input time out]! 71s

Current QFlash version is the latest!

Start

Ready CAP NUM SCRL .

Figure 29: Abnormal Power Supply (Example 2)
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For BC66, BC92, BC660K and BC950K modules, If the power supply is abnormal during the upgrade

process, then the prompt will be as follow:

Help Configuration

7

B
Config
COMPort: (19 |
Load FW Files -
Baudrate: 921600
Name Location
File_Path C:\Users\Jacob. Yu\Desktop\BC660KGLAARO 1A05

Bootloader_BC660KGL... C:\Users\Jacob.Yu\Desktop\BC660KGLAARD 1A05\Bootloader_BC660KGLAAROD1A05.bin
[] BCE60KGLAARD1AOS.bin  C:\Users\Jacob. Yu\Desktop\BC660KGLAARD 1A05\BCE60KGLAARD 1A05.bin

44 s

FAIL, DL_BOOTLOADER_SYSTEM fail!

Start

Ready CAP NUM SCRL

Figure 30: Abnormal Power Supply (Example 3)
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